
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X60-UNVET5-35LG-1.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 80168236-3P5W
[TESTLAB] CSA Group
[ISSUEDATE] 5/4/2023
[MANUFAC] Tempo LLC
[LUMCAT] C6C-10X60-UNVET5-35LG-1
[LUMINAIRE] Light gray aluminum housing with lens
[LAMP] Sixteen (16) white LEDs (3500K) with optics
[_OTHER] PRORATED FROM IES FILE 80168236-3

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 405
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 105
Total Luminaire Watts 3.85
Ballast Factor 1.00
CIE Type Direct
Spacing Criterion (0-180) 0.36
Spacing Criterion (90-270) 1.06
Spacing Criterion (Diagonal) 0.50
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.08 ft
Luminous Width (90-270) 0.97 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 2835 5307 33653
55 2602 4238 11599
65 2119 3633 7165
75 1648 3131 5602
85 1468 2447 3914
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X60-UNVET5-35LG-1.IES

CANDELA TABULATION

 0  5  10  15  20  25  30  35  40  45
0.0 696.32 696.32 696.32 696.32 696.32 696.32 696.32 696.32 696.32 696.32
2.5 675.20 674.56 674.88 674.24 675.52 678.40 680.00 682.56 684.16 685.44
5.0 603.52 604.16 605.76 606.72 611.84 617.92 625.60 632.32 640.64 647.68
7.5 482.24 483.20 488.00 494.08 503.36 515.20 529.28 544.00 560.64 577.60
10.0 356.80 357.12 360.96 368.64 381.12 395.52 414.72 434.88 460.48 486.40
12.5 251.52 251.84 256.32 264.32 275.84 291.20 310.08 332.80 360.32 391.36
15.0 172.16 173.76 177.92 184.00 194.88 207.68 225.28 248.00 274.24 305.92
17.5 118.72 120.00 123.20 128.96 137.28 149.12 163.84 182.08 205.76 235.52
20.0 82.88 83.84 86.40 90.56 96.64 105.60 118.40 134.40 154.88 180.16
22.5 61.44 61.76 63.68 66.88 71.68 78.40 87.68 99.52 116.48 138.56
25.0 47.36 47.68 49.28 51.52 55.04 60.16 66.88 76.16 88.96 106.56
27.5 38.72 39.04 40.00 41.92 44.48 48.32 53.44 60.48 70.40 84.16
30.0 32.32 32.64 33.60 35.20 37.12 40.00 44.16 49.28 56.96 67.84
32.5 27.52 27.84 28.80 30.08 32.00 34.56 37.76 41.60 47.68 56.32
35.0 23.68 24.00 24.64 25.92 27.52 29.76 32.32 35.84 40.64 47.36
37.5 20.48 20.80 21.44 22.40 24.00 25.92 28.48 31.36 35.20 40.96
40.0 17.92 18.24 18.88 19.84 21.12 22.72 24.96 27.52 31.04 35.52
42.5 16.32 16.64 16.96 17.60 18.88 20.16 22.08 24.32 27.52 31.68
45.0 15.04 15.04 15.36 16.32 16.96 17.92 19.52 21.76 24.32 28.16
47.5 14.08 14.08 14.40 15.04 15.68 16.32 17.60 19.52 22.08 25.28
50.0 12.80 13.12 13.44 13.76 14.40 15.04 16.00 17.28 19.52 22.40
52.5 12.16 12.16 12.48 12.80 13.44 14.08 14.72 15.68 17.60 20.16
55.0 11.20 11.20 11.52 11.84 12.16 12.80 13.44 14.40 16.00 18.24
57.5 10.24 10.24 10.56 10.88 11.20 11.84 12.48 13.44 14.72 16.32
60.0 8.96 8.96 9.28 9.92 10.24 10.56 11.20 12.16 13.12 14.72
62.5 8.00 8.00 8.32 8.64 9.28 9.60 10.24 10.88 11.84 13.12
65.0 6.72 7.04 7.04 7.68 8.00 8.64 8.96 9.92 10.56 11.52
67.5 6.08 6.08 6.40 6.72 7.04 7.68 8.00 8.64 9.60 10.24
70.0 4.80 5.12 5.12 5.44 5.76 6.40 7.04 7.68 8.32 8.96
72.5 4.16 4.16 4.48 4.80 5.12 5.44 6.08 6.40 7.04 7.68
75.0 3.20 3.20 3.52 3.84 3.84 4.48 4.80 5.44 5.76 6.08
77.5 2.88 2.88 2.88 2.88 3.20 3.52 3.84 4.16 4.80 5.12
80.0 1.92 1.92 2.24 2.24 2.24 2.56 2.88 3.20 3.52 3.84
82.5 1.60 1.60 1.60 1.60 1.92 1.92 2.24 2.24 2.56 2.56
85.0 0.96 0.96 0.96 0.96 0.96 1.28 1.28 1.28 1.60 1.60
87.5 0.64 0.64 0.64 0.64 0.64 0.64 0.96 0.96 0.96 0.96
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

 50  55  60  65  70  75  80  85  90
0.0 696.32 696.32 696.32 696.32 696.32 696.32 696.32 696.32 696.32
2.5 687.36 690.56 690.56 693.12 694.08 694.72 696.00 697.92 688.32
5.0 655.04 663.04 668.80 674.88 678.72 682.88 685.12 686.40 678.72
7.5 594.88 612.48 627.84 641.60 652.80 660.48 666.56 669.76 661.76
10.0 515.20 543.36 569.92 595.20 615.68 631.04 642.56 647.04 641.60
12.5 426.56 464.00 502.08 538.56 570.24 594.88 612.48 623.04 616.96
15.0 342.72 385.28 431.04 477.44 520.00 555.20 580.16 594.24 591.68
17.5 271.36 314.24 363.20 416.00 467.84 512.64 546.24 567.04 564.80
20.0 213.12 253.76 301.44 357.76 417.92 472.32 514.56 540.16 540.16
22.5 168.00 203.84 250.88 307.20 371.52 435.20 486.72 518.72 520.32
25.0 131.52 164.48 207.36 263.68 331.52 402.24 463.36 502.40 507.52
27.5 104.64 133.76 173.76 227.84 296.96 374.40 445.12 491.84 500.16
30.0 84.48 109.12 146.24 197.12 266.24 348.80 428.16 483.52 493.44
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X60-UNVET5-35LG-1.IES

CANDELA TABULATION - (Cont.)

32.5 69.76 90.56 122.88 170.88 237.76 322.24 408.32 468.16 481.92
35.0 58.24 75.52 103.04 147.20 208.64 290.56 377.60 437.76 453.12
37.5 49.92 64.00 87.04 124.80 178.24 251.20 329.60 385.28 398.08
40.0 42.88 54.40 72.96 103.04 147.52 204.80 268.80 314.24 325.44
42.5 37.44 46.72 61.12 84.48 117.12 159.68 205.44 239.68 246.72
45.0 32.96 40.00 51.20 68.16 91.20 120.00 150.40 172.80 178.56
47.5 29.12 34.56 42.88 55.04 70.72 89.92 108.48 122.24 125.76
50.0 25.92 30.08 36.16 44.80 55.36 67.52 79.04 87.68 89.92
52.5 23.04 26.56 31.04 37.12 43.84 51.84 59.20 64.32 65.92
55.0 20.48 23.36 26.56 31.04 35.52 40.64 45.44 48.64 49.92
57.5 18.24 20.48 23.04 26.24 29.44 32.96 36.16 38.72 39.36
60.0 16.32 18.24 20.16 22.40 24.96 27.52 29.76 31.36 32.00
62.5 14.40 16.00 17.92 19.52 21.12 23.36 24.96 26.24 26.88
65.0 12.80 14.08 15.36 16.64 18.24 19.52 21.12 22.40 22.72
67.5 11.20 12.16 13.44 14.40 15.68 16.64 17.92 18.88 19.20
70.0 9.60 10.56 11.20 12.16 13.12 14.08 15.04 15.68 16.00
72.5 8.00 8.64 9.60 10.24 10.88 11.84 12.48 13.12 13.44
75.0 6.72 7.36 7.68 8.32 8.96 9.60 10.24 10.56 10.88
77.5 5.44 5.76 6.08 6.40 7.04 7.68 8.00 8.64 8.64
80.0 3.84 4.16 4.48 4.80 5.12 5.44 6.08 6.08 6.40
82.5 2.88 2.88 3.20 3.52 3.52 3.84 4.16 4.16 4.48
85.0 1.60 1.92 1.92 1.92 2.24 2.24 2.24 2.56 2.56
87.5 0.96 0.96 0.96 0.96 1.28 1.28 1.28 1.28 1.28
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 3



IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X60-UNVET5-35LG-1.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 154.20 N.A. 38.00
0-30 241.28 N.A. 59.50
0-40 317.29 N.A. 78.30
0-60 383.40 N.A. 94.60
0-80 403.43 N.A. 99.50
0-90 405.39 N.A. 100.00
10-90 348.70 N.A. 86.00
20-40 163.09 N.A. 40.20
20-50 207.39 N.A. 51.20
40-70 79.16 N.A. 19.50
60-80 20.03 N.A. 4.90
70-80 6.98 N.A. 1.70
80-90 1.97 N.A. 0.50
90-110 0.00 N.A. 0.00
90-120 0.00 N.A. 0.00
90-130 0.00 N.A. 0.00
90-150 0.00 N.A. 0.00
90-180 0.00 N.A. 0.00
110-180 0.00 N.A. 0.00
0-180 405.39 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 56.69
10-20 97.51
20-30 87.08
30-40 76.01
40-50 44.30
50-60 21.81
60-70 13.05
70-80 6.98
80-90 1.97
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X60-UNVET5-35LG-1.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 119 119 119 119 116 116 116 116 111 111 111 106106106 102102102 100
1 113 109106104 110 107105102 10310199 99 98 96 96 95 93 91
2 10610096 92 10499 94 91 95 92 89 92 89 87 90 87 85 83
3 10093 87 82 98 91 86 82 89 84 80 86 82 79 84 81 78 76
4 94 86 80 75 92 85 79 74 82 77 74 80 76 73 78 75 72 70
5 89 80 73 69 87 79 73 68 77 72 68 75 71 67 74 70 66 65
6 84 75 68 63 83 74 68 63 72 67 63 71 66 62 69 65 62 60
7 80 70 63 59 79 69 63 59 68 62 58 67 62 58 66 61 58 56
8 76 66 59 55 75 65 59 55 64 59 55 63 58 54 62 58 54 53
9 72 62 56 52 71 62 56 52 61 55 51 60 55 51 59 54 51 50
10 69 59 53 49 68 58 53 49 58 52 48 57 52 48 56 51 48 47
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X60-UNVET5-35LG-1.IES

POLAR GRAPH
 

174

349

523

698

1

2

Maximum Candela = 697.92   Located At Horizontal Angle = 85, Vertical Angle = 2.5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)
# 2 - Vertical Plane Through Horizontal Angles (90 - 270)
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