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IES INDOOR REPORT

PHOTOMETRIC FILENAME : C6C-10X10-UNVET5-35LG-1.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] 80168236-1P5W

[TESTLAB] CSA Group

[ISSUEDATE] 5/4/2023

[MANUFAC] Tempo LLC

[LUMCAT] C6C-10X10-UNVET5-35LG-1

[LUMINAIRE] Light gray aluminum housing with lens
[LAMP] Sixteen (16) white LEDs (3500K) with optics
[ OTHER] PRORATED FROM IES FILE 80168236-1

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 2895 2955

55 2379 3123

65 2119 4642

75 1977 3625

85 979 979

N.A. (absolute)
N.A. (absolute)
440

N.A.

114

3.85

1.00

Direct

0.26

0.24

0.26
Rectangular
0.08 ft

0.97 ft

0.00 ft

Average
90-Deg

3016
3123
4440
5273
2447

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X10-UNVET5-35LG-1.IES

CANDELA TABULATION

0 5 10 15 20 25 30 35 40 45
0.0 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76
2.5 3879.04 3879.36 3878.72 3884.16 3881.92 3899.84 3909.12 3920.00 3923.52 3923.52
5.0 3025.60 3028.48 3031.68 3024.64 3039.36 3024.32 3041.92 3038.40 3030.08 3033.60
7.5 1917.12 1918.08 1930.24 1941.44 1959.04 1963.20 1977.92 1973.44 1982.40 1961.28

10.0 1144.96 1142.72 1146.24 1155.84 1158.08 1154.88 1154.24 1153.92 1138.88 1134.40
12.5 688.00 688.32 686.08 686.72 685.76 683.20 678.72 673.60 662.08 653.76
15.0 420.16 41760 41760 41568 413.44 41088 405.76 398.40 386.56 379.52
17.5 249.60 249.28 248.96 248.32 248.64 24832 24416 238.72 230.40 223.68
20.0 143.04 143.36 142.72 14432 14528 145.60 143.04 141.12 136.64 131.52
22,5 91.52 90.88 90.88 92.48 94.40 96.00 95.68 93.76 90.56 87.68
25.0 65.28 64.96 64.96 66.88 68.80 69.76 69.44 68.16 66.88 64.64
275 48.32 48.32 48.32 49.92 51.84 52.48 52.16 51.52 50.88 49.92
30.0 38.08 38.40 39.04 41.28 42.56 42.88 43.20 42.88 42.24 41.60
32,5 29.12 29.76 32.00 36.48 40.00 40.64 40.32 40.00 39.68 39.04
35.0 24.96 27.52 31.68 34.88 36.48 36.80 36.80 37.44 37.12 36.80
37.5 22.40 24.96 25.92 26.24 28.48 30.40 31.04 31.36 31.36 31.36
40.0 20.80 20.16 19.84 19.84 20.80 21.44 22.40 22.40 22.40 22.40
42,5 17.60 17.28 16.64 16.64 16.96 17.28 17.28 17.28 17.60 17.60
45.0 15.36 15.04 14.72 15.04 15.36 15.36 15.68 15.68 15.68 15.68
47.5 13.76 13.44 13.44 14.08 14.08 14.40 14.72 15.04 15.04 15.04
50.0 12.48 12.48 12.48 12.80 13.44 13.44 13.76 14.08 14.08 14.08
52.5 11.84 11.52 11.84 12.48 12.80 13.12 13.44 13.44 13.76 13.76
55.0 10.24 10.24 10.56 11.52 12.16 12.80 12.80 13.12 13.12 13.44
57.5 9.28 9.28 9.28 10.56 11.52 12.48 12.48 12.80 13.12 13.12
60.0 8.32 8.00 8.32 9.60 10.24 11.20 12.16 12.80 13.12 13.44
62.5 7.68 7.36 8.00 9.28 10.24 10.88 11.52 12.80 13.44 14.08
65.0 6.72 6.72 7.36 9.60 10.88 11.20 11.52 12.48 13.76 14.72
67.5 6.08 6.08 7.04 9.92 11.52 11.84 11.84 12.48 13.44 14.40
70.0 5.44 5.44 6.40 9.28 10.88 11.52 11.52 12.16 12.16 12.80
72.5 4.80 4.80 5.44 8.00 9.28 9.60 9.60 10.24 9.92 10.24
75.0 3.84 3.84 4.16 5.76 6.72 6.72 7.04 7.04 7.04 7.04
77.5 3.20 3.20 3.20 3.84 4.48 4.48 4.48 4.80 4.48 4.48
80.0 2.24 2.24 2.24 2.56 2.56 2.56 2.56 2.56 2.56 2.56
82.5 0.96 0.96 0.96 0.96 1.28 1.28 1.28 1.28 1.28 1.28
85.0 0.64 0.64 0.64 0.64 0.64 0.64 0.64 0.64 0.64 0.64
87.5 0.32 0.64 0.32 0.64 0.64 0.64 0.64 0.64 0.64 0.64
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

30 35 60 65 70 35 80 85 90
0.0 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76 4309.76
2.5 3926.72 3957.76 3950.08 3950.40 3939.20 3938.56 3926.72 3915.20 3795.84
5.0 3010.88 2992.00 2960.00 2958.08 2919.36 2892.80 2879.68 2866.24 2924.16
7.5 1942.08 1925.76 1910.08 1900.48 1881.28 1869.12 1860.48 1855.68 1896.64

10.0 1118.72 1104.32 1092.48 1089.60 1079.36 1073.28 1071.36 1067.52 1079.36
12.5 640.32 631.68 623.68 615.04 609.60 608.96 605.12 606.40 613.44
15.0 368.64 359.04 352.32 347.84 344.32 341.76 340.48 339.52 349.44
17.5 21472 208.64 201.92 196.80 190.40 187.20 184.96 182.72 188.48
20.0 126.08 119.68 11328 108.16 103.68 100.80 99.52 98.88 99.84
22.5 83.20 79.36 75.20 72.64 70.72 70.08 70.08 70.40 70.08
25.0 62.72 60.80 59.20 58.24 57.92 57.60 57.92 58.56 57.92
27.5 48.96 48.32 48.00 48.00 48.32 48.64 49.60 50.56 50.56
30.0 41.28 40.96 40.96 40.96 41.92 43.20 44.48 45.44 45.44
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X10-UNVET5-35LG-1.IES

CANDELA TABULATION - (Cont.)

32,5
35.0
37.5
40.0
42.5
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

38.72
36.16
31.04
22.72
17.92
16.00
15.04
14.08
13.44
13.12
12.80
13.12
13.76
14.72
15.36
13.44
10.56
7.04

4.48

2.56

1.28

0.64

0.64

0.00

38.08
35.52
31.04
24.00
18.88
16.00
14.72
13.76
13.12
12.48
12.16
12.16
12.16
12.16
12.16
10.88
8.96
5.76
3.52
2.24
1.28
0.64
0.64
0.00

38.08
35.84
30.72
24.64
19.52
16.32
14.72
13.76
13.12
12.48
12.16
11.84
11.84
12.16
12.16
11.20
9.60
7.04
4.48
2.24
1.60
0.64
0.64
0.00

38.72
35.84
30.08
24.00
19.52
16.00
14.72
13.76
13.44
12.80
12.48
12.16
12.16
12.16
12.48
12.16
10.56
7.68

4.80

2.56

1.28

0.64

0.64

0.00

39.36
35.52
28.80
22.72
18.56
16.00
15.36
14.72
14.40
14.40
14.08
14.40
15.04
15.68
16.32
15.36
12.48
8.96

6.08

3.52

1.60

0.64

0.64

0.00

40.32
35.20
27.52
21.76
18.24
16.32
15.68
15.04
14.72
14.40
14.72
15.36
16.32
16.64
16.00
14.08
11.52
8.64

6.40

3.84

2.24

0.96

0.64

0.00

40.96
34.56
27.20
20.80
17.92
16.00
15.04
14.40
14.08
14.08
14.72
15.68
16.64
16.64
15.36
13.76
11.84
9.28

7.04

4.48

2.56

1.28

0.64

0.00

41.28
34.56
26.88
21.44
18.24
16.00
15.04
14.08
13.76
13.76
14.72
15.36
16.00
15.36
14.72
13.76
12.16
9.92

7.68

5.12

2.88

1.28

0.64

0.00

41.28
34.56
27.20
22.08
18.56
16.00
14.72
14.08
13.44
13.44
14.08
14.40
14.72
14.08
13.44
13.12
12.16
10.24
8.32

5.76

3.20

1.60

0.64

0.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : C6C-10X10-UNVET5-35LG-1.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

342.27
373.68
394.48
418.72
438.45
439.64
216.42
52.21
64.92
36.41
19.73
7.56
1.19
0.00
0.00
0.00
0.00
0.00
0.00
439.64

Y%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

223.21
119.05
31.41
20.80
12.71
11.53
12.17
7.56
1.19
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

77.90
85.00
89.70
95.20
99.70
100.00
49.20
11.90
14.80
8.30
4.50
1.70
0.30
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : C6C-10X10-UNVET5-35LG-1.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80
RwW

10397
10094
97 91
95 88
93 86
90 84
0 89 82

OooNoOOOPrWN—-O
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Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : C6C-10X10-UNVET5-35LG-1.IES

POLAR GRAPH

431

32

215

Maximum Candela = 4309.76 Located At Horizontal Angle = 0, Vertical Angle =0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)
# 2 - Vertical Plane Through Horizontal Angles (90 - 270)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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